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Subpart 63.20—Additional Control System 
Requirements 

63.20–1 Specific control system require-
ments. 

Subpart 63.25—Requirements for Specific 
Types of Automatic Auxiliary Boilers 

63.25–1 Small automatic auxiliary boilers. 
63.25–3 Electric hot water supply boilers. 
63.25–5 Fired thermal fluid heaters. 
63.25–7 Exhaust gas boilers. 
63.25–9 Incinerators. 

AUTHORITY: 46 U.S.C. 3306, 3703; E.O. 12234, 
45 FR 58801, 3 CFR, 1980 Comp., p. 277; De-
partment of Homeland Security Delegation 
No. 0170.1. 

SOURCE: CGD 88–057, 55 FR 24238, June 15, 
1990, unless otherwise noted. 

Subpart 63.01—General Provisions 

§ 63.01–1 Purpose. 
This part specifies the minimum re-

quirements for safety for each auto-
matic auxiliary boiler, including its de-
sign, construction, testing, and oper-
ation. 

§ 63.01–3 Scope and applicability. 
(a) This part contains the require-

ments for automatic auxiliary boilers, 
including their controls, control sys-
tem components, electrical devices, 
safety devices, and accessories. Types 
of automatic auxiliary boilers which 
are covered include large and small 
automatic auxiliary boilers, automatic 
heating boilers, automatic waste heat 
boilers, donkey boilers, miniature boil-
ers, electric boilers, fired thermal fluid 
heaters, automatic incinerators, and 
electric hot water supply boilers. Auto-
matic auxiliary boilers are classified 
by their service, control systems, pres-
sure and temperature boundaries, heat 
input ratings, and firing mediums as 
follows: 

(1) Automatic auxiliary boilers listed 
in Table 54.01–5(A) of this chapter 
which reference this part for regulation 
of their automatic controls. 

(2) Automatic control systems for 
automatic auxiliary boilers having a 
heat input rating of less than 12,500,000 
Btu/hr. (3.66 megawatts). 

(3) Electric hot water supply boilers 
(heaters) containing electric heating 
elements rated at 600 volts or less. 

(4) Exhaust gas boilers, and their 
controls and accessories used to heat 
water and/or generate steam. 

(5) Incinerators (and their control 
systems) used for the generation of 
steam and/or oxidation of ordinary 
waste materials and garbage. This part 
also includes incinerators which serve 
as automatic auxiliary boilers. 

(6) Fired thermal fluid heaters and 
their controls. 

(b) Exceptions. Automatic boilers hav-
ing heat input ratings of 12,500,000 Btu/ 
hr. (3.66 megawatts) and above must 
meet the requirements of part 52 of 
this chapter. Their control systems 
must meet the requirements of part 62 
of this chapter. Electric cooking equip-
ment must comply with § 111.77–3 of 
this chapter. Electric oil immersion 
heaters must comply with part 111, 
subpart 111.85 of this chapter. Electric 
air heating equipment must comply 
with part 111, subpart 111.87 of this 
chapter. 

[CGD 88–057, 55 FR 24238, June 15, 1990, as 
amended by USCG–2002–13058, 67 FR 61278, 
Sept. 30, 2002; USCG–2004–18884, 69 FR 58346, 
Sept. 30, 2004] 

Subpart 63.05—Reference 
Specifications 

§ 63.05–1 Incorporation by reference. 

(a) Certain materials are incor-
porated by reference into this part 
with the approval of the Director of the 
Federal Register in accordance with 5 
U.S.C. 552(a). To enforce any edition 
other than the one listed in paragraph 
(b) of this section, notice of change 
must be published in the FEDERAL REG-
ISTER and the material made available 
to the public. All approved material is 
on file at the U.S. Coast Guard, Office 
of Design and Engineering Standards 
(G-MSE), 2100 Second Street SW., 
Washington, DC 20593–0001, and is avail-
able from the sources listed in para-
graph (b) of this section or at the Na-
tional Archives and Records Adminis-
tration (NARA). For information on 
the availability of this material at 
NARA, call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

VerDate Aug<31>2005 00:10 Oct 28, 2006 Jkt 208188 PO 00000 Frm 00322 Fmt 8010 Sfmt 8010 Y:\SGML\208188.XXX 208188


